
Corner House 
East End 
Weedon 
HP22 4NJ Email: danny@jands-scapes.co.uk

Tel: 07811 186 756

Abbey Tree Nursery
Bushmead Road
Whitchurch
Buckinghamshire
HP22 4LG

Date

Drawing Name:

Drawing Number:

Scale: 

Detailed Design

Glass balustrade to open up 
the view

Border of ornamental grasses 
with a steel edge to define 
the lawn. Newly formed wall 
(steps removed) to be ren-
dered and finished to match 
house 

Paved space for cooking with a 
simple free-standing worktop 
and BBQ

Corten steel raised planter 
from Adezz. Planted with a 
specimen shrub

Logs to be stored in the void 
under the stairs 

Corten steel steps from Adezz 
with bannister for safety 

Existing path to basement to 
be backfilled. Wall tanked if 
required and finished to ena-
ble drainage and avoid damp. 
Fig tree and underplanting 

Retaining wall. Rendered to 
match existing 

Glass balustrade to open up 
the view

Corten steps by Adezz to ena-
ble acess to the basement.  

Wall to be raised to the same 
height throughout and fin-
ished to match 

Border or ornamental grasses

Paved space for a sofa set and 
firebowl

Cedar shingles to clad the 
lower section of the wall for a 
neater finish

Fence to 2.8m. Vertical tim-
bers with 20mm spacings with 
a timber frame. (See sketches 
and notes)

Entrance/exit through the 
fence with step down to patio 

Ground graded as required 
and shrubs planted to add 
mass and interest 

Existing patio and pergola 
removed. Small trees to be 
planted and grass left to grow 
to match existing meadow. 
Plug plants added as required  

Gabion wall to c.0.7m. Faced 
with walling stone to mtach 
existing 

Steps. Steel edge with binding 
gravel infill

A small copse of wind tolerant 
trees 

Steel edge to partially wrap 
around the seating space

Ground level planting to help 
to partially enclose the seating 
space 

Seating space. Brick edged 
(Vande Moortel: Saffron) with 
a binding gravel fill/surface

Mown paths to run through 
the existing meadow and fruit 
trees 

Existing vegetable area to 
remain as existing 

New path to provide access 
and link the spaces. A simple 
border planted to soften the 
edge  

Terrace laid with porcelain 
slabs. Laying and drainage to 
be discussed 

Lawn to be levelled and re-
turfed. Patched into existing  
at the perimeters

Corten steel edged raised 
border. Raised to c.200mm 
and to follow the slope

Existing hedge removed and 
replaced with a native, horse 
friendly mix 

Slope - East to West - to remain. Slope 
- North to South - to be graded to be 
create a more level surface. A steel edge 
fitted to retain the grassed path edge 
where it meets meadow 

Patio to return with steps to 
meet existing ground level. 
Balustrade to partially return 
to protect from fall. 

Steps

Simple planting to screen/sof-
ten the wall but keep the view 
open from the driveway

Lawn to be steel edged to create 
crisp finish 

Border to be sloped. Planting 
to be wind tolerant and to help 
bind the soil

Gabion wall to 1.2m. Faced with 
walling stone to match existing 

Gabion wall to c.1.1m to sit 
partially above upper lawn level. 
Faced with walling stone

Steps. Paved riser and tread. 
Wall to sit benath paving to 
western side. Gabion to enclose 
the eastern side 

Steps. Steel edge with binding 
gravel infill

Cedar slatted bench to sit upon 
gabion wall

Slope to be graded and laid with 
wildflower turf

Gabion wall to c.0.6m and 
topped wth turf. Gabions faced 
with walling stone to match 
existing 
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